
ProPlus by Lint Tile 

SPECIFICATIONS

Rigid Core SPC+ EVA EN ISO 10582 Lint Tile Pro Plus
Locking System I4F
Application EN ISO 10874 22+
Product Thickness EN ISO 23447 4.2mm (.17 in.)
Weight EN ISO 24342 6.69 kg/m2

Wear Layer EN ISO 24346 AC2

PRODUCT

Bevel Micro Bevel
Texture Standard Emboss 
Material 100% Virgin, Phthalate Free

FEATURES 

Test Method Result

Indoor Air Certifications FloorScore, GreenGuard
Dimensional Stability ISO 23999 ≤1.67mm/m
Abrasion Resistance ASTM D3884 AC2
Wear and Scratch Resistance IS045862-2 Rating 4
Heat Warpage ASTM D3884 with H18 ≤1.0mm(0.2mm)
Shrinkage ASTM D3884 with H18 0.08%
Click Tension Force ISO 24334 ≥125N/150mm 168 N/150mm
Delamination ASTM D3884 with H18 OK( No Layered)

PERFORMANCE

For warranties, installation and maintenance instructions, contact your Lint Tile Sales Representative

TECHNICAL INFORMATION

Plank Sizes 7 in. x 48 in. 




